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1 Introduction  

This Water Shortage Contingency Plan (WSCP) describes how the Coachella Valley Water District 
(CVWD) intends to predict and respond to foreseeable and unforeseeable water shortages, which occur 
when available water supplies are reduced to a level that cannot support typical demand at any given 
time. The WSCP serves as a planning document to guide the CVWD governing board, staff, and the 
public by identifying response actions that allow for efficient and accountable management of water 
shortages with predictability and transparency. While the WSCP does not provide absolute direction, it 
offers a range of response options to address varying water shortage conditions. 

Water shortages may be triggered by hydrologic limitations in supply—such as prolonged periods of 
below-normal precipitation and runoff—failures or limitations in supply or treatment infrastructure, or a 
combination of both. Hydrologic or drought-related shortages typically develop and subside gradually, 
whereas infrastructure-related shortages tend to occur more suddenly and unpredictably. Water supplies 
may be interrupted or substantially reduced due to events such as drought, earthquakes that damage 
delivery or storage facilities, regional power outages, or toxic spills that affect water quality. 

This WSCP describes the following: 

1. Water Supply Reliability Analysis. Summarizes the CVWD’s water supply analysis and 
reliability and identifies the key issues that may trigger a shortage condition. 

2. Annual Water Supply and Demand Assessment Procedures. Describes the key data inputs, 
evaluation criteria, and methodology for assessing the system’s reliability for the coming year and 
the steps to formally declare any water shortage levels and response actions. 

3. Six Standard Shortage Stages. Establishes water shortage levels to clearly identify and prepare 
for shortages. 

4. Shortage Response Actions. Describes the response actions that may be implemented or 
considered for each stage to reduce gaps between supply and demand as well as minimize social 
and economic impacts to the community. 

5. Communication Protocols. Describes communication protocols under each stage to ensure 
customers, the public, and CVWD governing board are informed of shortage conditions and 
requirements. 

6. Compliance and Enforcement. Defines compliance and enforcement actions available to 
administer demand reductions. 

7. Legal Authority. Lists the legal documents that grant CVWD the authority to declare a water 
shortage and implement and enforce response actions. 

8. Financial Consequences of WSCP Implementation. Describes the anticipated financial impact 
of implementing water shortage stages and identifies mitigation strategies to offset financial 
burdens. 

9. Monitoring and Reporting. Summarizes the monitoring and reporting techniques to evaluate the 
effectiveness of shortage response actions and overall WSCP implementation. Results are used 
to determine if additional shortage response actions should be activated or if efforts are 
successful and response actions should be reduced. 

10. WSCP Refinement Procedures. Describes the factors that may trigger updates to the WSCP 
and outlines how to complete an update. 

11. Special Water Features Distinctions. Identifies exemptions for ponds, lakes, fountains, pools, 
and spas, etc. 

12. Plan Adoption, Submittal, and Availability. Describes the process for the WSCP adoption, 
submittal, and availability after each revision. 
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CVWD is one of six agencies in the Coachella Valley participating in the development of a 2025 Regional 
Urban Water Management Plan (RUWMP). Each agency is adopting the RUWMP to meet its reporting 
requirements under the Urban Water Management Planning Act (UWMP Act). Each agency is also 
adopting its own WSCP. The agencies have sought to align their shortage levels and shortage response 
actions to the extent possible, with the intent of reducing confusion for neighboring customers during a 
shortage. This document is compliant with the California Water Code (CWC) Section 10632 and 
incorporated guidance from the California Department of Water Resources (DWR) 2025 UWMP 
Guidebook (DWR 2026). 

2 Water Supply Reliability Analysis  

This section provides a summary of the supply reliability analysis presented in Chapter 4 of the RUWMP 
and highlights key issues that could create a shortage condition. 

The water supplies of the agencies in the Coachella Valley generally have a high degree of reliability. 
The RUWMP participating agencies meet most of their urban demands with groundwater produced from 
the Indio and Mission Creek Subbasins of the Coachella Valley Groundwater Basin. The groundwater 
basin is large enough to provide storage that allows continued production during dry periods. Because 
production exceeds the recharge provided by precipitation and return flows, the agencies use imported 
water to recharge the groundwater basin. These sources of imported water for replenishment include: 

• Colorado River water that CVWD receives primarily through the Coachella Canal for 
replenishment at Thomas E. Levy Groundwater Replenishment Facility (GRF) and Palm Desert 
GRF, and a small portion through Metropolitan Water District of Southern California’s (MWD’s) 
Colorado River Aqueduct for replenishment at Whitewater River GRF. 

• State Water Project (SWP) water that CVWD and Desert Water Agency (DWA) have rights to 
receive. Because the SWP infrastructure does not extend into the Coachella Valley, CVWD and 
DWA have an exchange agreement with MWD to receive Colorado River water from its Colorado 
River Aqueduct for replenishment at Whitewater River GRF. In return, MWD receives SWP water 
through the SWP infrastructure based on the annual SWP allocations to CVWD and DWA. 

CVWD’s Colorado River water supplies meet the demands of agricultural and non-potable customers, as 
well as groundwater replenishment (to augment the Valley’s potable water supply). With the 2007 Interim 
Guidelines for the Colorado River expiring in 2026, CVWD has been actively participating in the 
negotiations for the successor agreement. Although the terms of the agreement are still being negotiated, 
there is a likelihood that supply reductions may be necessary to respond to changes in the Colorado 
River hydrology. Any impacts to CVWD’s supplies and resultant actions will be discussed with the CVWD 
Board and updated in CVWD’s Canal Water Shortage Contingency Plan, which is Chapter 3.10, Article 
XII of CVWD’s administrative code. 

Drought conditions in the Sierra Nevada would influence the SWP water allocation; thus, reducing the 
SWP Exchange water received by CVWD and DWA. Reductions in SWP allocations have occurred 
during prior droughts and SWP reliability is forecasted by DWR to continue declining with future climate 
changes (DWR 2025). SWP exchange water is used for replenishment of the Indio and Mission Creek 
Subbasins and is not a direct source of urban water supply. Consequently, water use restrictions due to 
drought involving the SWP water supply would likely be implemented only during a prolonged drought.  

During dry periods when less imported water is available, groundwater production will exceed the amount 
of recharge, and the volume of groundwater in storage will be reduced. However, these reductions can 
be reversed in wet years when additional imported water is available. The Coachella Valley Groundwater 
Basin is a large basin which provides a buffer during dry periods, thus allowing the agencies to develop 
long-term plans and programs to manage regional water supplies. The Indio Subbasin Alternative Plan 
Update (Indio Subbasin GSAs 2021) and Mission Creek Subbasin Alternative Plan Update (Mission 
Creek Subbasin Management Committee 2021) both address groundwater sustainability considering 
hydrologic variability of replenishment supplies and other local water sources. 
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The reliability analysis for CVWD is presented in Section 4.7 of CVWD’s chapter of the RUWMP. Although 
that analysis demonstrates that the region’s urban water supply is reliable, there are potential issues that 
could create a shortage condition. These include: 

• An extended drought more severe than historic events, possibly exacerbated by climate change. 

• A natural disaster or a malevolent act that leads to prolonged disruption of imported water delivery 
from the Colorado River or the SWP. 

• Reductions in imported water supply due to environmental restrictions related to endangered 
species or habitat protection. 

• Identification of a currently unregulated contaminant that has widespread effects on the region’s 
groundwater supply. 

• Regulatory mandates to reduce water use. 

Water shortage contingency planning provides a way to plan for these risks and anticipate actions that 
can be implemented to manage the impacts. This plan describes how CVWD intends to respond to such 
shortage events. The responses have been aligned with those of other RUWMP participating agencies to 
the extent possible. 

3 Annual Water Supply and Demand Assessment Procedures 

CVWD is required to prepare an Annual Water Supply and Demand Assessment (Annual Assessment) 
and submit it to DWR each year. The Annual Assessment is intended to meet requirements of Water 
Code Section 10632.1 and assess the likelihood of a water shortage occurring during the next 12 months. 
This section of the WSCP outlines the procedures that CVWD will use to prepare the Annual Assessment. 
These are consistent procedures that CVWD will follow annually to determine whether to activate the 
WSCP. 

3.1 Decision-Making Process 

DWR requires a defined decision-making process for performing the Annual Assessment. The process 
and anticipated timeline are presented in Table 1. 

Table 1. Annual Assessment Decision-Making Process 

Anticipated 
Timeline of 
Each Year Activities 

February CVWD staff review available data related to anticipated supplies and demands. 

March The six agencies participating in the Coachella Valley RUWMP review the data and 
determine whether a consistent region-wide determination on water supply reliability can 
be made. If needed, individual agencies may elect to activate their WSCP at different 
shortage levels than other participating agencies. 

April CVWD staff make a determination whether to recommend implementation of shortage 
response actions. 

May If shortage response actions are to be implemented, CVWD management present the 
recommendation to the governing board for consideration. 

If the governing board decides to implement the WSCP, provide public notice of a 
hearing to consider changes in the implementation of the shortage response actions. 

June CVWD staff prepare the Annual Assessment and submit to DWR by July 1. 
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3.2 Data and Methodologies 

This section describes the data and methodologies that will be used to evaluate water system reliability for 
the Annual Assessment. 

3.2.1 Evaluation Criteria 

CVWD will rely on locally applicable criteria for each Annual Assessment. These criteria will include the 
findings of the Annual Reports prepared for the Indio Subbasin and the Mission Creek Subbasin for 
compliance with the Sustainable Groundwater Management Act. Findings from CVWD’s annual 
Engineer’s Report on Water Supply and Replenishment Assessment will also be incorporated. 

3.2.2 Water Supply 

CVWD’s anticipated supplies will be quantified for the near-term future, and descriptive text will be used to 
note any anticipated reductions in supply. 

3.2.3 Current Year Unconstrained Customer Demand 

CVWD will prepare an estimate of unconstrained demand (as the term is used in Water Code Section 
10632(a)(2)(B)(i)). The estimated demand will be calculated using the demand projection approach 
described in Section 4.7 of CVWD’s chapter of the RUWMP, in combination with updated data for 
connections, climate, changes in land use, and recent water usage history. 

3.2.4 Current Year Supply 

CVWD will describe the anticipated use of water supplies for the coming year, with the assumption that 
the following year will be dry. The supplies will be characterized in a manner consistent with the RUWMP, 
in combination with updated data for climate and recent observations. 

3.2.5 Infrastructure Considerations 

CVWD will describe any potential infrastructure constraints on the ability to deliver adequate supplies to 
meet expected customer demands in the coming year. CVWD will verify that its system of wells, 
pipelines, pump stations, and storage tanks have adequate capacity to deliver the anticipated demands. 
CVWD will describe any anticipated capital projects that are intended to address constraints in 
production, treatment, or distribution. 

3.2.6 Other Factors 

CVWD will describe any specific locally applicable factors that could influence or disrupt supplies. CVWD 
will also describe unique local considerations that are incorporated as part of the Annual Assessment. 

4 Six Standard Water Shortage Levels 

The RUWMP participating agencies have elected to use the six standard shortage levels included in 
guidance documents prepared by DWR. The six standard water shortage levels correspond to 
progressively increasing estimated shortage conditions (up to 10-, 20-, 30-, 40-, 50- percent, and greater 
than 50-percent shortage compared to the normal reliability condition). These levels are described in 
Table 2. 
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Table 2. Water Shortage Contingency Plan Levels 

Shortage 
Level 

Percent Shortage 
Range Description Shortage Response Actions 

1 Up to 10% Normal water supplies Mandatory prohibitions defined by the 
state, rebate programs, ongoing 
restrictions that include water waste, 
and tiered rates or conservation 
penalties. 

2 Up to 20% Slightly limited water 
supplies 

Outdoor water use restrictions based on 
time of day, increased water waste 
patrols 

3 Up to 30% Moderately limited 
water supplies 

Outdoor water use restrictions on days 
per week, restrictions on filling 
swimming pools 

4 Up to 40% Limited water supplies Limits on new landscaping, expanded 
public information campaign 

5 Up to 50% Significantly limited 
water supplies 

Limits on watering of parks or school 
grounds 

6 Greater than 50% Severe shortage or 
catastrophic incident 

No potable water use for outdoor 
purposes 

Each level in Table 2 represents an anticipated reduction in the supplies that would normally be available 
to CVWD. These supply reductions could be the result of a variety of potential causes including natural 
forces, system component failure or interruption, regulatory actions, contamination, or any combination of 
factors. CVWD may need to activate shortage levels across its entire service area or within certain areas 
that are impacted by an event. 

The levels involve voluntary and mandatory conservation measures and restrictions, depending on the 
causes, severity, and anticipated duration of the water supply shortage. The locally appropriate shortage 
response actions that would be taken at each level to address the resulting gap between supplies and 
demands are described in the following section. 

5 Shortage Response Actions 

This section describes the shortage response actions that would be taken by CVWD at each shortage 
level. These actions have been grouped into categories including: 

• Supply Augmentation Actions 

• Demand Reduction Actions and Mandatory Use Restrictions 

• Operational Changes 

5.1 Supply Augmentation 

For long-range planning, CVWD continues to evaluate opportunities for transfers, exchanges, and other 
purchases of imported water to increase supply reliability. CVWD and DWA collaborate to replenish the 
Indio and Mission Creek Subbasins with imported water, creating a stored supply that can be used for 
emergencies or longer-term shortages. CVWD and DWA are also making investments in increasing 
supply reliability from the SWP through the Delta Conveyance Facility and in securing new supplies like 
Sites Reservoir. 

Additionally, the RUWMP participating agencies continue to implement water conservation measures and 
increase use of recycled water usage to reduce groundwater demand. CVWD’s demand management 
programs are described in Section 4.9 of CVWD’s chapter of the RUWMP. 
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In their WSCP, agencies have the option of identifying short-term supply augmentation actions that would 
be taken during a shortage. These actions are intended to be separate from the long-range planning 
efforts to sustainably manage the groundwater basin. The short-term supply augmentation measures that 
could be implemented are presented in Table 3. 

Table 3. Supply Augmentation and Other Actions 

Shortage 
Level 

Supply 
Augmentation 
Methods and 
Other Actions 
by Water 
Supplier 

How much is this going to 
reduce the shortage gap? 

Additional Explanation or Reference 
Volume or 
Percentage 

Shortage Gap 
Reduction 

Value 

1 - 6 Exchanges Volume Medium Emergency connections with 
neighboring agencies could be 
activated or constructed to help 
exchange water with adjoining systems. 

5 Increased Non-
Potable Water 
Use 

Volume Medium In areas where recycled water or other 
non-potable supply is available, 
customers could be mandated to use 
these supplies and cease use of potable 
water. 

6 Other Actions Volume Medium Additional non-potable water sources 
such as new shallow groundwater wells. 

5.2 Demand Reduction Actions and Mandatory Use Restrictions 

The RUWMP participating agencies have aligned their demand reduction actions to the greatest extent 
possible, while allowing each agency to tailor its response to the unique characteristics of its service area. 
The agencies conducted public workshops to gather input on actions that could be taken during a water 
shortage. The input from stakeholders was used to select and prioritize actions that reflected the values 
of the community. Key elements of the input included: 

• The importance of recognizing the conservation efforts that many customers have already made 
and not imposing requirements for all customers to meet the same percentage reduction in water 
use. 

• The importance of involving Homeowner Associations (HOAs) to help implement and 
communicate response actions to individuals. 

• The benefits of tiered rates in allowing customers to pay less for their basic efficient use and more 
for higher use. 

• A balanced program should include incentives (such as expanded rebates for turfgrass removal) 
as well as penalties (such as drought or conservation penalties). 

• A range of approaches is needed to communicate with customers and end users, including social 
media, web sites, bill inserts, presentations, and virtual tours, ideally in multiple languages. 

The demand reduction actions that could be implemented at each shortage level are shown in Table 4. 
During a shortage, CVWD may implement some or all of the actions as needed, depending on actual 
conditions.  

As described in Section 4.9 of CVWD’s chapter of the RUWMP, CVWD implements demand management 
measures (DMMs) to increase water use efficiency. The RUWMP includes description of water waste 
prevention ordinances, metering, conservation pricing, and public education and outreach programs for 
conservation.  
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CVWD implements mandatory restrictions on water use through its Landscape Ordinance provided in 
Attachment A. This ordinance includes prohibitions on the installation of non-functional turf in new 
development and penalties for violation of inefficient landscape irrigation runoff. Through this ordinance, 
customers who may be exceeding Maximum Applied Water Allowance provided by CVWD may be 
interviewed for water usage to ensure compliance and may be found to have service discontinued if causing 
water waste. 
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Table 4. Demand Reduction Actions 

Shortage 
Level ID Demand Reduction Actions 

How much is this going to 
reduce the shortage gap? 

Penalty or 
Enforcement 

Volume or 
Percentage 

Shortage Gap 
Reduction Value 

1 1.1 Applying any water to outdoor landscapes in a manner that causes 
runoff such that water flows onto adjacent property, non-irrigated 
areas, private and public walkways, roadways, parking lots, or 
structures is prohibited. 

Volume Low Yes 

1.2 Using any water in a fountain or other decorative water feature is 
prohibited, unless the water recirculates. 

Volume Low Yes 

1.3 Applying water to driveways, sidewalks, concrete or asphalt is 
prohibited unless to address immediate health and safety needs. 
Reasonable pressure washer or water broom use is permitted. 

Volume Low Yes 

1.4 Spray irrigation of outdoor landscapes during and within 48 hours after 
rainfall of 0.10 inches is prohibited. 

Volume Low Yes 

1.5 Using a hose to wash a vehicle, windows, or solar panels is prohibited 
unless an automatic shut-off nozzle or pressure washer is used. 

Volume Low Yes 

1.6 Broken sprinklers shall be repaired within five business days of 
notification by agency, and leaks shall be repaired as soon as practical. 

Volume Low Yes 

1.7 Draining and refilling of private swimming pools is discouraged, unless 
necessary for health and safety or leak repair. 

Volume Low No 

1.8 Hotels will provide guests the option of choosing not to have towels and 
linens laundered daily. 

Volume Low No 

1.9 Agency shall discourage overseeding. Volume Low No 

1.10 Agency shall provide rebates for landscape efficiency. Volume High No 

1.11 Agency shall offer water use surveys/audits. Volume Medium No 

1.12 Agency shall provide rebates on plumbing fixtures and devices. Volume Medium No 

1.13 Agency may impose water budget based tiered rates or conservation 
penalties to encourage water use efficiency 

Volume Medium Yes 
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Shortage 
Level ID Demand Reduction Actions 

How much is this going to 
reduce the shortage gap? 

Penalty or 
Enforcement 

Volume or 
Percentage 

Shortage Gap 
Reduction Value 

2 2.1 During times designated by the CVWD Board, outdoor water use is 
prohibited for spray irrigation except for leak checks or with an agency 
approved conservation alternative plan. 

Volume Medium Yes 

2.2 Restaurants can serve water only on request. Volume Low No 

2.3 Agency shall encourage use of non-potable water for construction, if 
available. 

Volume Low No 

2.4 Agency shall actively discourage overseeding. Volume Medium No 

     

2.5 Agency shall expand public information campaign. Volume Medium No 

2.6 Agency shall increase water waste patrols. Volume Medium Yes 

2.7 Agency shall reduce hydrant and dead-end line flushing. Volume Low No 

3 3.1 Outdoor water use is allowed only three days a week for spray 
irrigation (Monday, Wednesday, and Friday). 

Volume High Yes 

3.2 Drip or subterranean irrigation is allowed seven days per week, during 
non-daylight hours. 

Volume Medium Yes 

3.3 Commercial nurseries are to use water only on alternate days during 
non-daylight hours for outside operations. 

Volume Low Yes 

3.4 Decorative ponds, non-irrigation system golf course water hazards, 
fountains, and other waterscape features are not to be filled or 
replenished. 

Volume Low Yes 

3.5 No filling of swimming pools or landscaping ponds unless necessary 
for health and safety or leak repair. 

Volume Low Yes 

3.6 Commercial car washes must use recycled water or recirculating water 
systems. 

Volume Medium Yes 

3.7 Spray irrigation of medians and parkways is prohibited. Volume Medium Yes 

3.8 Agency shall encourage counties, cities, Homeowners Associations 
(HOAs) and other enforcement agencies to suspend code enforcement 
and fines for brown turfgrass areas and to otherwise comply with new 
State laws regarding limitations on such enforcement. 

Volume Low No 
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Shortage 
Level ID Demand Reduction Actions 

How much is this going to 
reduce the shortage gap? 

Penalty or 
Enforcement 

Volume or 
Percentage 

Shortage Gap 
Reduction Value 

3.9 Agency shall strengthen customer billing messages with use 
comparisons. 

Volume Medium No 

3.10 Agency shall implement water use audits targeted to key customers to 
ensure compliance with directives. 

Volume Medium No 

3.11 Agency shall expand rebate programs. Volume Medium No 

3.12 Agency shall impose mandatory drought penalties Volume High Yes 

4 4.1 Turfgrass landscapes may not be watered except where subterranean 
or non-potable water systems are used 

Volume High Yes 

4.2  Agency shall increase mandatory drought penalties from 3.12. Volume High Yes 

4.3 Agency shall expand public information campaign. Volume Medium No 

5 5.1 Watering turfgrass is prohibited. Volume High Yes 

5.2 The use of misting systems is prohibited. Volume Medium Yes 

5.3 Turfgrass at parks and school grounds are to be watered with recycled 
water, if available, or not at all. 

Volume Medium Yes 

5.4 Golf course greens and tees may be watered no more than two times 
per week during non-daylight hours with recycled water, or not at all. 

Volume Medium Yes 

5.5 Trees, desert plants and shrubs may be watered only with drip, 
subterranean or non-adjustable bubbler irrigation systems during non-
daylight hours. 

Volume High Yes 

5.6 Agency shall increase mandatory drought penalties from 4.2. Volume High Yes 

5.7 Agency shall impose moratorium or net zero demand on new 
connections. 

Volume N/A Yes 

6 6.1 Commercial nurseries shall discontinue all use of potable water for 
watering and irrigation. 

Volume Low Yes 

6.2 Watering of livestock is permitted as necessary. Volume N/A Yes 

6.3 Outdoor water use is prohibited. Volume High Yes 

6.4 Restaurants must use disposable cups, plates, and utensils. Volume Low Yes 

6.5 Agency shall implement mandatory rationing. Volume High Yes 
 



Water Shortage Contingency Plan 

2 

5.3 Operational Changes 

CVWD has identified potential operational changes that could be made to help address a short-term gap 
between demands and available supplies. These include improved monitoring and analysis of customer 
water usage, reductions in flushing of hydrants and dead-end lines, and use of emergency connections 
with neighboring water agencies. Some of the potential actions are included in Table 4. CVWD may also 
expedite planned system improvement projects that include reduction in water loss (e.g., replacement of 
water mains that are experiencing higher rates of leaks and breaks). 

5.4 Additional Mandatory Restrictions 

CVWD has identified a series of restrictions that could be implemented at different shortage levels. These 
restrictions are included in the demand reduction actions in Table 4. 

5.5 Emergency Response Plan 

The Water Code requires that an agency’s WSCP address catastrophic water shortages and plans to 
address them. This information can be addressed in the agency’s Emergency Response Plan (ERP). 
CVWD’s ERP contains sensitive information related to potential vulnerabilities or impacts of natural 
disasters or malevolent acts. Therefore, these documents are not typically made publicly available. 

CVWD’s ERP outlines specific disaster-related procedures to guide staff in responding efficiently to 
catastrophic interruptions of water supply. 

Five of the RUWMP participating agencies collaborate on planning efforts, including emergency 
response, through the Coachella Valley Regional Water Management Group (CVRWMG). In addition, 
CVWD, DWA, Indio, and MSWD are members of the California Water/Wastewater Agency Response 
Network (CalWARN), which supports and promotes emergency preparedness. More information about 
CalWARN is available at their web site at www.calwarn.org. 

The region’s imported water supplies from the Colorado River and the SWP could be disrupted by an 
earthquake. Because the agencies use local groundwater to meet urban demands, the agencies could 
continue to meet short-term urban demands with groundwater production. The agencies have installed 
backup generators at key water production facilities to allow continued operation during a power outage. 

DWR has plans in place to make emergency repairs to the SWP, and MWD has plans in place to make 
emergency repairs to the CRA. CVWD has plans to make emergency repairs to the Coachella Canal. 
CVWD staff receives regular Incident Command System (ICS) training through the Federal Emergency 
Management Agency (FEMA), and drills are conducted routinely. CVWD remotely monitors the status of 
most key facilities at CVWD headquarters, which enables them to detect areas affected by disasters. The 
other RUWMP participating agencies also participate in ICS training and regularly monitor key water 
facilities remotely. 

If imported water supplies were disrupted for an extended period, it would reduce the water supply 
available for replenishment of the groundwater basin. It could also lead to increased groundwater 
pumping by non-urban users who normally use imported canal water. CVWD would implement levels of 
this WSCP as needed if pumping needed to be decreased while imported water supplies were interrupted. 

5.6 Seismic Risk Assessment and Mitigation Plan 

Water Code Section 10632.5 requires the agencies to assess seismic risk to water supplies as part of 
their WSCP. The code also requires a mitigation plan for managing seismic risks. In lieu of conducting 
their own seismic risk assessment, which can be a lengthy process, suppliers can comply with the Water 
Code requirement by submitting the relevant local hazard mitigation plan or multi-hazard mitigation plan. 

CVWD is a participant in the Riverside County Multi-Jurisdictional Local Hazard Mitigation Plan 
(MJLHMP) which was updated in 2025 (Riverside County 2023). The Riverside County MJLHMP 
includes an assessment of the region’s vulnerability to a broad range of hazards, including earthquakes. 
It also describes mitigation strategies and actions to reduce the impacts of a seismic event. The RUWMP 

http://www.calwarn.org/
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participating agencies continue to include seismic risk assessment in their planning process for system 
improvements.  

Additionally, CVWD has also prepared and implements its own LHMP which was updated in 2024 (CVWD 
2024).  The CVWD LHMP is used to identify short- and long-term policies, programs, and other activities 
to reduce risk of CVWD assets and protect residents following hazard events. 

5.7 Shortage Response Action Effectiveness 

As a standard operating procedure, water is tracked through the production, distribution, and billing 
systems. During water shortage conditions, water use can be measured in comparison to what is 
considered to be normal year demand (i.e., current customer base with approximately average rainfall), or 
in reference to a specific base year as may be dictated by Statewide requirements. 

The effectiveness of actions initiated at each shortage response is challenging to measure and can vary 
significantly. Effectiveness is also impacted by successful communication and outreach efforts. It is also 
difficult to assess the effectiveness of each activity separately as each stage implements several activities 
at once. For the purpose of WSCP implementation, it is assumed that the upper end of the water savings 
would come from the use of multiple demand reduction actions in a stage. Reduction in the shortage gap 
for Stages 2-6 assumes all measures in the previous stage(s) are implemented and those savings are 
counted toward the total reduction in the shortage gap. 

6 Communication Protocols 

Timely and effective communication is a key element of WSCP implementation. CVWD will need to 
inform customers, the general public, and other government entities of WSCP actions taken during a 
water shortage (either one determined by the Annual Assessment, an emergency, catastrophic, or other 
event). An overview of planned communication approaches is provided in Table 5. These protocols have 
been aligned between the RUWMP participating agencies where possible, but some are tailored to the 
needs of CVWD’s service area. CVWD will adjust its communication strategy as needed to address 
issues that are impacting the entire service area or limited areas. 
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Table 5. Communication Plan Outline 

Level 1 

Up to 10% Voluntary 
Conservation 

Level 2 
Up to 20% Mandatory 

Conservation 

Levels 3 and 4 
Up to 30% or 40% Mandatory 

Conservation 

Levels 5 and 6 
Up to 50% or Over 50% 

Mandatory Conservation 

Standard outreach efforts in effect 
(media relations, social media, 
website) 

 

Update conservation messages to 
generate immediate 
actions/behaviors by public, 
include information on 
enforcement actions 

Update conservation messages to 
raise awareness for more severe 
water-saving actions/behaviors by 
public, highlight need for reduced 
outdoor water use 

Update conservation messages to 
reflect extreme or emergency 
condition and likely need to focus 
water use on health/safety needs 

Promote ongoing Water Use 
Efficiency (WUE) programs and 
tools and partnerships designed 
to achieve long-term water 
management goals 

 

 Increase promotion of ongoing 
WUE programs/tools with 
targeted promotion to highly 
impacted customers. 

 Increase promotion of ongoing 
WUE programs/tools with 
targeted promotion to highly 
impacted customers. 

Suspend promotion of long-term 
WUE programs/tools to focus on 
imminent needs. 

Standard conservation campaign 
including promotion of water 
efficiency rebate programs. 

 

Supplement Level 1 activities with 
additional tactics as needed; 
provide regular condition updates 
to customers as needed and to 
the media upon request; promote 
water assistance programs to 
vulnerable populations; enhance 
outreach to impacted industries 
and customers. 

Supplement Level 2 outreach with 
additional tactics as needed; 
provide regular condition updates 
to customers and the media as 
needed; promote water 
assistance programs to 
vulnerable populations; increase 
outreach to impacted industries 
and customers. 

Supplement Level 3-4 outreach 
with additional tactics as needed; 
provide regular condition updates 
to customers and the media as 
needed; promote water 
assistance programs to 
vulnerable populations; increase 
outreach to impacted industries 
and customers. 

Board reports on public 
communication and water-use 
efficiency outreach activities via 
the monthly General Manager’s 
Report. 

 

Provide updates to elected 
officials, civic leaders, and the 
board as needed. 

Provide conservation updates to 
the board as needed; issue 
briefings with elected officials, 
civic and business leaders as 
needed. 

Continue providing board reports 
and briefings as needed; issue 
briefings with elected officials, 
civic and business leaders as 
needed. 

Standard coordination with 
regional partners including other 
water agencies. 

 

Enhance coordination with local 
neighboring agencies, regional 
partners and local/state/federal 
policy makers as needed. 

Continue enhanced coordination 
with local neighboring agencies, 
regional partners and 
local/state/federal policy makers 
as needed. 

Increase enhanced coordination 
with neighboring agencies, 
regional partners, and 
local/state/federal policy makers 
as needed (e.g. daily or weekly 
briefings or email updates, etc.). 
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7 Compliance and Enforcement 

This section describes how CVWD will ensure compliance with and enforce provisions of the WSCP. The 
RUWMP participating agencies have worked together to align their policies where possible, but each 
agency implements its compliance and enforcement actions within its service area. 

7.1 Penalties 

The penalties that could be imposed for non-compliance are summarized in Table 6. As described in 
Section 4.9 of CVWD’s chapter of the RUWMP, CVWD Landscape and Irrigation System Design 
Ordinance includes prohibitions on the installation of non-functional turf in new development and 
penalties for non-compliance with the Ordinance. Through this ordinance, customers who may be 
exceeding Maximum Applied Water Allowance provided by CVWD may be interviewed for water usage to 
ensure compliance and may be found to have service discontinued if causing water waste. 

Table 6. Enforcement Actions 

Water 
Shortage 
Level 

First Three 
Violations 

Fourth 
Violation 
(within rolling 
12 months) 

Fifth Violation 
(within rolling 
12 months) 

Subsequent 
Violations 

Additional 
Information 

1 - 6 Notice of non-
compliance 

Notice of non-
compliance 

Notice of non-
compliance 

$50 fine, 
followed by 
$100 fine, 
followed by, 
$200 fine, 
followed by 
$500 fine 
followed by 
$1,000 fine, 
followed by 
$2,000 fine 

The General Manager 
may initiate 
procedures to 
terminate water 
service, seek 
injunctive relief in the 
Superior Court, or take 
enforcement action, 
including discontinuing 
or appropriately 
limiting water service 
by the installation of a 
flow restricting device 
to any customer, for 
more than six 
violations of the 
Ordinance in a rolling 
twelve-month period. 

7.2 Appeals and Exemption Process 

This section describes the appeals and exemption processes.  

Any water user violating the regulations and restrictions on water use may receive a written notice for the 
violation. The water user shall have seven days from receipt of the notice to submit a written request for 
a hearing. If no hearing is requested, or at the hearing it is determined that the water user has committed 
a violation, a civil penalty may be levied. 

The government codes and ordinances that are used to implement these policies and processes are 
discussed in Section 7. 
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8 Legal Authorities  

This section describes the legal authorities that CVWD relies upon to implement the shortage response 
actions and the associated enforcement actions. 

CVWD’s District Code Section 3.30 codifies the WSCP (CVWD 2026). A copy of the legal authority is 
included in Attachment B. 

8.1 Declaration of Water Shortage 

In accordance with Water Code Chapter 3 (commencing with Section 350) of Division 1 general 
provisions regarding water shortage emergencies, CVWD shall declare a water shortage emergency in 
the event of a catastrophic interruption in supply. 

8.2 Proclamation of Local Emergency 

CVWD shall coordinate with any city or county within which it provides water supply services for the 
possible proclamation of a local emergency under California Government Code, California Emergency 
Services Act (Article 2, Section 8558). Table 7 contains a list of contacts for all cities or counties for which 
the RUWMP participating agencies provide service in the WSCP. Along with developed coordination 
protocols, this can facilitate compliance with this section of the Water Code in the event of a local 
emergency as defined in subpart (c) of Government Code Section 8558. 

Table 7. City and County Coordination on Proclamation of Emergencies 

City or County Contact CVWD CWA DWA Indio MDMWC MSWD 

Imperial County Office of Emergency 
Services 

X      

Riverside County Emergency 
Management 
Department 

X X X X X X 

City of La Quinta Emergency 
Management Division 

X   X X  

City of Indio Emergency Services 
Coordinator 

X X  X   

City of Coachella Emergency Services 
Coordinator 

X X  X   

City of Palm Desert Emergency Services 
Coordinator 

X      

City of Cathedral City Emergency Manager X  X    

City of Indian Wells Emergency Services 
Coordinator 

X      

City of Rancho Mirage Emergency Services 
Coordinator 

X      

City of Palm Springs Emergency 
Management 
Coordinator 

  X   X 

City of Desert Hot 
Springs 

Emergency Services 
Coordinator 

  X   X 
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9 Financial Consequences of WSCP Implementation 

This section describes the anticipated financial consequences to CVWD of implementing the WSCP. The 
description includes potential reductions in revenue due to lower water sales and increased expenses 
associated with implementing the shortage response actions. 

9.1 Financial Impacts and Mitigation Action 

Potential financial impacts of implementing the WSCP could include: 

• Reduced revenue from reduced water use 

• Increased staff costs for tracking, reporting, patrolling, and enforcing restrictions 

• Economic impacts associated with water-dependent businesses in the service area Potential 
mitigation measures include: 

• Triggering drought rate structures or surcharges 

• Using financial reserves 

• Reducing operation and maintenance expenses (expenses related to source of supply and 
pumping will fall due to reduced imported water availability and/or water production) 

• Deferring capital improvement projects 

• Reducing future projected operation and maintenance expenses 

• Increasing fixed readiness-to-serve charge 

• Increasing commodity charge and water adjustment rates to cover revenue shortfalls 

• Seeking alternative source of funding, such as state or federal grants or loans 

• Other financial management mechanisms 

CVWD will monitor financial conditions during a water shortage and take appropriate actions as needed. 
CVWD maintains financial reserves that can be used to continue operations during a period of reduced 
water sales. CVWD has the ability to increase water rates or implement surcharges or penalties to 
increase revenues from water sales. 

9.2 Reporting Cost of Compliance with Excessive Water Use Prohibition During Drought 
Emergency 

To ensure customers comply with the restrictions implemented in a water shortage emergency, additional 
costs may be incurred to monitor and enforce response actions. The incurred cost may vary depending 
on the shortage stage and duration of the water shortage emergency. The cost of compliance may be 
tracked when a shortage is declared. CVWD may track staff time and resources used to implement the 
WSCP, including reduced revenue, implementing and enforcing shortage response actions, and 
communication and outreach efforts. 

CVWD currently has Operating and Capital Improvement Program reserves, funded and available for use 
as intended. In the short term, the use of these reserves would have no impact on CVWD customers or 
CVWD. In the long term, rates would possibly be raised to replenish reserves. 

10 Monitoring and Reporting  

This section describes how CVWD will monitor and report on implementation of the WSCP.  

CVWD will gather data on key water use metrics and use the data to evaluate the effectiveness of 
response actions in achieving their intended water use reduction purposes. CVWD will also gather data 
on customer compliance to evaluate the effectiveness of enforcement actions. CVWD will gather and 
report data at frequencies adequate to meet reporting requirements established by the State Water 
Resources Control Board and other government agencies, as needed.  
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CVWD will monitor water use by customers using billing systems and operational control systems to 
monitor production and consumption. Each customer is metered, and billing records will be compiled and 
used to observe trends in water consumption. Each groundwater well and imported water connection 
point is also metered, and production records will be used to observe trends in water production. Levels 
in reservoirs can be monitored using the operational control systems to help identify potential high usage 
or leaks. CVWD staff may also perform field visits and record observations to monitor water use and 
identify potential issues for follow-up. 

For agencies that have budget-based rates, the consumption by customers will be compared to the water 
budgets to determine effectiveness of response actions. For agencies without defined water budgets for 
each customer, the consumption records will be aggregated by customer class to evaluate response 
actions and identify potential additional measures. 

11 WSCP Refinement Procedures 

CVWD will monitor the implementation of this plan to evaluate its effectiveness as an adaptive 
management tool. The monitoring and reporting program described in Section 9 will provide information 
on the effectiveness of the shortage response actions during any shortage levels that may be invoked. If 
CVWD determines that the shortage response actions are not effective in producing the desired results, 
CVWD will initiate a process to refine the WSCP. CVWD will consider the addition of new shortage 
response actions, or changing the levels when shortage response actions are implemented. Suggestions 
for refinements will be collected from agency staff, customers, industry experts, and the general public. 

The RUWMP participating agencies will share data and suggestions for refinement to identify 
opportunities to increase the effectiveness of the WSCP while maintaining alignment with other agencies 
in the region when possible. 

12 Special Water Feature Distinction 

The RUWMP participating agencies have distinguished swimming pools and spas as recreational water 
features, while non-pool and non-spa water features are considered decorative water features. This 
distinction is used in the shortage response actions because decorative water features have the potential 
to use recycled water, while pools and spas (recreational water features) use potable water for health and 
safety considerations. However, this distinction does not apply to the hot mineral spring pools and spas 
throughout the Desert Hot Springs area; while they are recreational, they also do not rely on potable 
water. 

13 Plan Adoption, Submittal, and Availability 

This 2025 WSCP was presented for adoption at the CVWD public meeting on May 27, 2026. Notifications 
were sent to the cities and counties as described in CVWD’s 2025 UWMP. To comply with the notice to 
the public, CVWD published notices in the local newspaper at least two weeks in advance with five days 
between publications. The WSCP was also made available prior to the public hearing. 

The WSCP was formally adopted on May 27, 2026, by CVWD Ordinance, included in the 2025 UWMP. 
The WSCP was made available to all staff, customers, and any affected cities, counties, or other 
members of the public at CVWD’s office and online within 30 days of the adoption date. 

The WSCP was submitted to DWR via the Water Use Efficiency Data Portal at the same time as the 2025 
UWMP, but no later than July 1, 2026. A hard copy of the 2025 UWMP and WSCP were submitted to the 
California State Library within 30 days of adoption. Electronic and/or hard copies were provided to all 
cities and counties within CVWD’s service area within 30 days of adoption. 

Based on DWR’s review of the WSCP, CVWD will make any amendments in its adopted WSCP, as 
required and directed by DWR. If CVWD revises its WSCP, then an electronic copy of the revised WSCP 
will be submitted to DWR within 30 days of its adoption. 
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Attachment A. Coachella Valley Water District Landscape and 
Irrigation Design Criteria Ordinance  



Sections: 

ORDINANCE NO. 1302.5 

AN ORDINANCE OF THE 
COACHELLA VALLEY WATER DISTRICT 

ESTABLISHING LANDSCAPE 
AND IRRIGATION SYSTEM DESIGN CRITERIA 

0.00.010 
0.00.020 
0.00.030 
0.00.040 
0.00.050 
0.00.060 
0.00.070 
0.00.080 
0.00.090 

Purpose and Intent 
Definitions 
Provisions for New or Rehabilitated Landscapes 
Other Provisions 
Review and Program Monitoring Fees 
Appeals 
Penalties 
Hearing Regarding Penalties 
Appeal of Penalties 

0.00.010 

A. 

Purpose and Intent 

The California State Legislature has found: 

1. The waters of the state are oflimited supply and are subject to ever 
increasing demands; 

2. The continuation of California's economic prosperity is dependent on the 
availability of adequate supplies of water for future users; 

3. It is the policy of the State to promote the conservation and efficient use of 
water and to prevent the waste of this valuable resource; 

4. Landscapes are essential to the quality of life in California by providing 
areas for active and passive recreation and as an enhancement to the 
environment by cleaning air and water, preventing erosion, offering fire 
protection, and replacing ecosystems lost to development; 

5. Landscape design, installation, maintenance and management can and 
shall be water efficient; and 

6. Section 2 of Article X of the California Constitution specifies that the right 
to use water is limited to the amount reasonably required for the beneficial 
use to be served and the right does not and shall not extend to waste and 
unreasonable method of use. 

B. Consistent with these legislative findings, the purpose of these criteria is to: 

I. Promote the values and benefits of landscaping practices that integrate and 
go beyond the conservation and efficient use of water; 

2. Establish a structure for planning, designing, installing, maintaining and 
managing water efficient landscapes in new construction and rehabilitated 
projects by encouraging the use of a watershed approach that requires 
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cross-sector collaboration of industry, government and property owners to 
achieve the many benefits possible; 

3. Establish provisions for water management practices and water waste 
prevention for existing landscapes; 

4. Use water efficiently without waste by setting a Maximum Applied Water 
Allowance (MAW A) as an upper limit for water use and reduce water use 
to the lowest practical amount; and 

5. Promote the benefits of consistent landscape criteria with neighboring 
local and regional agencies. 

C. It is also the purpose of these criteria to implement the requirements of the 
California Code of Regulations Title 23. Waters Division 2. Department of Water 
Resources Chapter 2.7. Model Water Efficient Landscape Ordinance, and State of 
California Water Conservation in Landscaping Act. Authority cited: 
Section 65593, Government Code, Reference: Sections 65591, 65593, 65596 
Government Code. 

D. It is the intent of these criteria to promote water conservation through climate­
appropriate plant material and efficient irrigation systems, and to create a "Lush 
and Efficient" landscape theme through enhancing and improving the physical 
and natural environment. 

E. Applicability 

I. These criteria shall apply to all of the following landscape projects: 

a. New construction and rehabilitated landscapes for public agency 
projects and private development projects requiring a building or 
landscape permit, plan check or design review; 

b. New construction and rehabilitated landscapes which are 
developer-installed in single-family and multi-family projects 
requiring a building or landscape permit, plan check or design 
review; 

c. New construction and rehabilitated landscapes which are 
homeowner-provided and/or homeowner-hired in homeowner­
occupied single family and multi-family residential projects with a 
total project landscape area equal to or greater than 2,500 square 
feet requiring a building or landscape pennit, plan check or design 
review; and 

d. Existing landscapes limited to section 0.00.040 (B). 

e. Any residential project with an aggregate landscape area of2,500 
square feet or less may comply with the perfonnance requirements 
of this ordinance or confonn to the prescriptive measures 
contained in Appendix H. 

2. These criteria do not apply to: 

a. Registered local, state or federal historical sites; 

b. Ecological restoration projects that do not require a pennanent 
irrigation system; 

2 
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c. Mined-land reclamation projects that do not require a permanent 
irrigation system; or 

d. Plant collections, as part of botanical gardens and arboretums open 
to the public. 

3 
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Definitions 

The words used in this section have the meanings set forth below: 

ANTIDRAIN VAL VE or CHECK VAL VE - A valve located under/in a sprinkler 
head to hold water in the system to eliminate drainage from the lower elevation 
sprinkler heads. 

APPLICATION RATE-The depth of water applied to a given area, usually 
measured in inches per hour. Also known as precipitation rate (sprinklers) or 
emission rate (drippers/microsprayers) in gallons per hour. 

APPLIED WATER - The portion of water supplied by the irrigation system to the 
landscape. 

AUTOMATIC CONTROLLER-An electronic or solid-state timer capable of 
operating valve stations to set the days, time and length of time of a water 
application. 

BACKFLOW PREVENTION DEVICE - A safety device used to prevent 
pollution or contamination of the water supply due to the reverse flow of water 
from the irrigation system. 

BENEFICIAL USE - Water used for landscape evapotranspiration. 

BILLING UNITS - Units of water (100 cubic feet= I billing unit = 748 gallons = 
I CCF) for billing purposes. To convert gallons per year to I 00 cubic feet per 
year, divide gallons per year by 748. (748 gallons = I 00 cubic feet). 

CONVERSION FACTOR (0.62) - A number that converts the Maximum Applied 
Water Allowance from acre-inches per acre to gallons per square foot. The 
conversion factor is calculated as follows: 

(325,851 gallons/43,560 square feet)/12 inches = (0.62) 
325,851 gallons = one acre-foot 
43,560 square feet = one acre 
12 inches = one foot 

DESERT LANDSCAPE-A desert landscape using native plants spaced to look 
like a native habitat. 

DISTRIBUTION UNIFORMITY - A measure of how evenly sprinklers apply 
water. The low-quarter measurement method (DULQ) utilized in the irrigation 
audit procedure is utilized for the purposes of these criteria. These criteria assume 
an attainable performance level of 75% DULQ for spray heads, 80% DULQ for 
rotor heads and 85% DULQ for recreational turf grass rotor heads. 

DISTRICT-Coachella Valley Water District. 

4 



Revised 08.08.17 

DRIP IRRIGATION - A method of irrigation where the water is applied slowly at 
the base of plants without watering the open space between plants. 

ECOLOGICAL RESTORATION PROJECT - A project where the site is 
intentionally altered to establish a defined, indigenous, historic ecosystem. 

EFFECTIVE PRECIPITATION or USABLE RAINFALL -The portion of total 
natural precipitation that is used by the plants, usually assumed to be three inches 
annually. Precipitation or rainfall is not considered a reliable source of water in 
the desert. 

ELECTRONIC CONTROLLERS - Time clocks that have the capabilities of 
multiprogramming, water budgeting and multiple start times. 

EMISSION UNIFORMITY - A measure of how evenly drip and microspray 
emitters apply water. The low-quarter measurement method (EULQ) utilized in 
the landscape irrigation evaluation procedure is utilized for the purposes of these 
criteria. These criteria assume 90% EULQ for drippers, microsprays and pressure 
compensating bubblers. 

EMITTER - Drip irrigation fittings that deliver water slowly from the watering 
system to the soil. 

ESTABLISHED LANDSCAPE - The point at which new plants in the landscape 
have developed roots into the soil adjacent to the root ball. 

ESTABLISHMENT PERIOD - The first year after installing the plant in the 
landscape. 

ESTIMATED TOT AL WATER USE (By hydrozone) - The portion of the 
estimated annual total applied water use that is derived from applied water to a 
specified hydrozone. 

ESTIMATED ANNUAL TOT AL APPLIED WATER USE (Total of all 
hydrozones) - The annual total amount of water estimated to be needed by all 
hydrozones to keep the plants and water features in the landscaped area healthy 
and visually pleasing. It is based upon such factors as the local evapotranspiration 
rate, the size of the landscaped area, the size and type of water feature, the types 
of plants, and the efficiency of the irrigation system. The estimated annual total 
applied water use shall not exceed the Maximum Applied Water Allowance 
(MAWA). 

EV APOTRANSPIRA TION or ET - The quantity of water evaporated from 
adjacent soil surfaces and transpired by plants expressed in inches during a 
specific time. 

ET ADJUSTMENT FACTOR-A factor of0.45 that, when applied to reference 
evapotranspiration, adjusts for plant factors and irrigation efficiency, two major 
influences upon the amount of water that needs to be applied to the landscape. 
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FINISHED GRADE - Grade height after surface mulch covering has been 
installed. 

FLOW RA TE - The rate at which water flows through pipes, valves and meters 
(gallons per minute or cubic feet per second). 

HARDSCAPE - Concrete or asphalt areas including streets, parking lots, 
sidewalks, driveways, patios and decks. 

HEAD-TO-HEAD COVERAGE - One hundred percent sprinkler coverage of the 
area to be irrigated, with maximum practical uniformity. 

HIGH FLOW CHECK VAL VE - A valve located under/in a sprinkler head to 
stop the flow of water if the spray head is broken or missing. 

HYDROZONE - A portion of the landscaped area having plants with similar 
water needs that are served by a valve or set of valves with the same schedule. A 
hydrozone may be irrigated or non-irrigated. For example, a naturalized area 
planted with native vegetation that will not need supplemental irrigation ( once 
established) is a non-irrigated hydrozone. 

INFILTRATION RA TE - The rate of water entry into the soil expressed as a 
depth of water per unit of time (inches per hour). 

IRRIGATION EFFICIENCY -The measurement of the amount of water 
beneficially used divided by the amount of water applied. Irrigation efficiency is 
derived from measurements and estimates of irrigation system characteristics and 
management practices. The minimum irrigation efficiency for purposes of these 
regulations is 0.75 or 75 percent and .90 or 90 percent for drip systems. 

LANDSCAPE IRR1GA TION AUDIT - A process to perform site inspections, 
evaluate irrigation systems and develop efficient irrigation schedules. 

LANDSCAPED AREA - The planting areas, turf areas, and water features in a 
landscape design plan subject to the Maximum Applied Water Allowance 
Calculation. The landscape area does not include footprints of buildings or 
structures, sidewalks, driveways, parking lots, decks, patios, gravel or stone 
walks, and other non-irrigated areas designated for non-development ( e.g., open 
spaces and existing native vegetation). 

LATERAL LINE - The water delivery pipeline that supplies water to the emitters 
sprinklers from a valve. 

LOCAL AGENCY - A city, county, or water purveyor responsible for adopting 
and implementing the ordinance. The local agency is also responsible for 
enforcement of the ordinance, including, but not limited to, approval of a design 
review, permit, plan check, or inspection of a project. 
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MAIN LINE - The pressurized pipeline that delivers water from the water source 
to a valve or outlet. 

MAXIMUM APPLIED WATER ALLOWANCE (MAW A) - For design 
purposes, the upper limit of annual applied water for the established landscape 
area as specified in Division 2, Title 23, California Code of Regulations, Chapter 
7, Section 492.4. It is based upon the area's reference evapotranspiration, ET 
adjustment factor, and the size of the landscaped area. The Estimated Total Water 
Use shall not exceed the Maximum Applied Water Allowance. Special 
Landscape Areas, include recreation areas, areas permanently and solely 
dedicated to edible plants such as orchards and vegetable gardens, and areas 
irrigated with recycled water are subject to the MAW A with an ET AF not to 
exceed 1. MAWA = (ETo)(0.62)[(ETAF x LA)+ ((1-ETAF) X SLA)]. 

MICROIRRIGA TION - See drip irrigation. 

MULCH - Any organic materials such as leaves, bark, straw or inorganic material 
such as pebbles, stones, gravel, decorative sand or decomposed granite left loose 
and applied to the soil surface to reduce evaporation. 

NATIVE PLANTS - Native plants are low water using plants that are: 
I) indigenous to the Coachella Valley and lower Colorado Desert region of 
California and Arizona, 2) native to the southwestern United States and northern 
Mexico or 3) native to other desert regions of the world, but adapted to the 
Coachella Valley. 

NATURAL GRADE - Grade height of native soil before application of surface 
mulch. 

NON-POTABLE WATER- Canal water or treated or recycled wastewater of a 
quality suitable for non-potable uses such as landscape irrigation. Non-potable 
water is not for human consumption. 

OPERATING PRESSURE-The pressure at which an irrigation system's 
sprinklers, bubblers, drippers or microsprays are designed to operate, usually 
indicated at the base of an irrigation head. 

OVERHEAD SPRINKLER IRRIGATION STATIONS - Sprinklers with high 
flow rates (spray heads, impulse sprinklers, gear rotors, etc.) that are utilized to 
apply water through the air to large irrigated areas. 

OVERSPRA Y - The water which is delivered beyond the landscaped area onto 
pavements, walks, structures or other non-landscape areas. Also known as 
hardscape applications. 

PLANT FACTOR - A factor that, when multiplied by reference 
evapotranspiration, estimates the amount of water used by plants. For purposes of 
these criteria, the average plant factor of very low water using plants ranges from 
0.0 I to 0.10, for low water using plants the range is 0.10 to 0.30, for moderate 
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water using plants the range is 0.40 to 0.60, and for high water using plants, the 
range is 0.70 to 0.90. Reference: Water Use Classifications of Landscape 
Species IV (WUCOLS IV). 

PRESSURE COMPENSATING (PC) BUBBLER - An emission device that 
allows the output of water to remain constant regardless of input pressure. 
Typical flow rates for this type of bubbler range between 0.25 gpm to 2.0 gpm. 

PRESSURE COMPENSATING SCREENS/DEVICES - Small screens/devices 
inserted in place of standard screens/devices that are used in sprinkler heads for 
radius and high pressure control. 

QUALIFIED PROFESSIONAL - A person who has been certified by their 
professional organization or a person who has demonstrated knowledge and is 
locally recognized as qualified among landscape architects due to longtime 
experience. 

RAIN-SENSING DEVICE -A system which automatically shuts off the 
irrigation system when it rains. 

RECYCLED WATER/RECLAIMED WATER - Treated or recycled wastewater 
of a quality suitable for nonpotable uses such as landscape irrigation. Recycled 
water is not for human consumption. 

RECORD ORA WING or AS-BUIL TS - A set of reproducible drawings which 
show significant changes in the work made during construction and which are 
usually based on drawings marked up in the field and other data furnished by the 
contractor. 

RECREATIONAL AREA - Areas, excluding private single family residential 
lots, designated for active play, recreation or public assembly in parks, sports 
fields, picnic grounds, amphitheaters or golf course tees, fairways, roughs, 
surrounds and greens. 

R 

REFERENCE EV APOTRANSPIRA TION or ETo - A standard measurement of 
the environmental parameters which affect the water use of plants, using cool 
season grass as a reference. ETo is expressed in inches per day, month or year 
and is an estimate of the evapotranspiration of a large field of cool-season grass 
that is well watered. Reference evapotranspiration is used as a basis of 
determining the Maximum Applied Water Allowances so that regional differences 
in climate can be accommodated. For purposes of these criteria, CVWD Drawing 
No. 29523 will be used for ETo zones. 

REHABILITATED LANDSCAPE - Any re-landscaping project in which the 
choice of new plant material and/or new irrigation system components is such that 
the calculation of the site's estimated water use will be significantly changed. 
The new estimated water use calculation must not exceed the Maximum Applied 
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Water Allowance (MA WA) calculated for the site using a 0.45 ET adjustment 
factor. 

RIPARIAN PLANTS - Riparian plants are high water using and water-loving 
plants that are found growing naturally along flowing rivers and lake shores. 
They may also be native to wet swampy areas with high water tables or poor 
drainage. 

RUNOFF - Irrigation water which is not absorbed by the soil or landscape to 
which it is applied and which flows from the planted area. 

SERVICE LINE -The pressurized pipeline that delivers water from the water 
source to the water meter. 

SMART CONTROLLER-Weather-based or soil moisture-based irrigation 
controls that monitor and use information about environmental conditions for a 
specific location and landscape (such as soil moisture, rain, wind, the plants' 
evaporation and transpiration rates and, in some cases, plant type and more) to 
automatically control when to water and when not to, providing exactly the right 
amount of water to maintain lush, healthy growing conditions. 

SOIL MOISTURE-SENSING DEVICE - A device that measures the amount of 
water in the soil. 

SOIL TEXTURE - The classification of soil based on the percentage of sand, silt 
and clay in the soil. 

SPECIAL LANDSCAPE AREA (SLA)-An area of the landscape dedicated 
solely to edible plants, recreational areas, areas irrigated with recycled water, 
water features using recycled water or water features using non-potable canal 
water created solely to act as an irrigation reservoir. 

SPRINKLER HEAD - A device which sprays water through a nozzle. 

STA TIC WATER PRESSURE - The pipeline or municipal water supply pressure 
when water is not flowing. 

STATION - An area served by one valve or by a set of valves that operate 
simultaneously. 

TURF - A surface of earth containing mowed grass with roots. 

VALVE - A device used to control the flow of water in the irrigation system. 

WATER FEATURE - Any water applied to the landscape for nonirrigation, 
decorative purposes. Fountains, streams, ponds and lakes are considered water 
features. Water features use more water than efficiently irrigated turf grass and 
are assigned a plant factor of 1.1 for a stationary body of water and 1.2 for a 
moving body of water. 
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WATER SYSTEM - The network of piping, valves and irrigation heads. 

WUCOLS IV - Water Use Classifications of Landscape Species IV 

Provisions for new or rehabilitated landscapes 

Submittal and Approval of a Landscape Documentation Package 

1. Prior to construction, the project applicant shall: 

a. Submit two copies of a Landscape Documentation Package to the 
Coachella Valley Water District (District) that conform to this 
chapter. No water meter will be issued until the District reviews 
and approves the Landscape Documentation Package. 

b. Submit one copy of the Landscape Documentation Package to the 
local agency ( city/county). 

2. Upon receipt of the Landscape Documentation Package, the District shall: 

a. Review the Landscape Documentation Package. 

b. Approve or deny the Landscape Documentation Package. 

3. Upon approval of the Landscape Documentation Package, the District 
will: 

a. Sign and date the approved plans and return them to the project 
applicant. 

b. Submit a copy of the project's Water Efficient Landscape 
Worksheet {Appendix B) to the local agency. 

4. Upon approval of the Landscape Documentation Package by the local 
agency, the project applicant shall: 

a. Receive an approval of the landscape design review or plan check. 

b. Finalize the Certificate of Completion, including recording the date 
of the approval. 

c. File the Certificate of Completion with the District and the local 
agency, and provide a copy to the property owner or designee. 

d. Submit a copy of the approved Landscape Documentation 
Package, along with the record drawings and any other 
information, to the property owner or designee. 
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5. Each Landscape Documentation Package shall include the following 
elements: 

a. A completed Landscape Documentation Package Checklist 
(Appendix A), which includes the date, project applicant, and 
project address information. This checklist serves to verify that the 
elements of the Landscape Documentation Package have been 
completed. 

b. Total landscaped area (square feet) 

c. Project type ( e.g., new, rehabilitated, public, private, cemetery, 
homeowner-installed, etc.) 

d. Water Efficient Landscape Worksheet (Appendix B), which may 
be imbedded in the plan sheets of the Landscape Documentation 
Package, and include the following: 

i. Hydrozone Information Table (reference Appendix C) 

e. Water Budget Calculations (reference Appendix D) that adhere to 
the following requirements: 

i. The plant factor used shall be from WUCOLS. The plant 
factors ranges from O to 0.3 for the low use plants, from 0.4 to 
0.6 for the moderate use plants, from 0. 7 to 1.0 for the high use 
plants and 1.1 to 1.2 for water features. 

ii. All water features shall be included in the 1.1 to 1.2 hydrozone 
and temporary irrigated areas shall be included in the low water 
use hydrozone. For the calculation of the Maximum Applied 
Water Allowance (MA WA) and Estimated Total Water Use, a 
project applicant shall use ETo values from the Reference 
Evapotranspiration Table, Appendix C. For geographic areas 
not covered in Appendix C, use data from other cities located 
nearby in the same reference evapotranspiration zone. 

f. Landscape Design Plan 

g. Irrigation Design Plan 

h. Grading Design Plan (as required) 

i. Soil Management Report (as required) 

j All plans must contain a signature block for both the local agency 
and the District. 

6. The Landscape Documentation Package shall be submitted by the 
following procedure: 

a. The applicant or applicant's representative may bring, send or ship 
copies of the Landscape Documentation Package to the District, 
and the local agency, as applicable. Appropriate fees must 
accompany the Landscape Documentation Package. 
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